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INBUILT WALL SPECIFICATIONS

Must be installed into a full masonary enclosure as per AS/NZS 2918:2001

air outlet options

air in take

NOTES:

1. Minimum of two air intake grills to be positioned either side of 
the bottom of masonry enclosure. Size of grills to be a minimum 
of 300mm (W) x 100mm (H), the more air the better the heat 
transfer.
2. Air grill options: Minimum two air outlet grills - 300mm (W) 
x 100mm (H) OR minimum one air outlet grill - 600mm (W) x 
200mm (H) at the front or side of masonry 
3.Brickwork or frame around the unit must occur after the unit is 
in situ.
4. Steel frame ONLY to be used for masonry enclosure, no 
combustibles.
5. All dimensions in millimeters.
6. All dimensions are based on the minimum size.
7. Do not scale from these diagrams.

Combustible wall 

Combustible wall 

Steel Stud - minimum 51mm

Steel Stud - minimum 51mm

Steel Stud - minimum 51mm

Heat resistant board - minimum 12mm

Steel plate with Rockwool on top

*Diagram for single sided fireplace

Rockwool - minimum 30mm

Rockwool - minimum 30mm

Airgap - minimum 25mm

Airgap - minimum 25mmAirgap - minimum 25mm

Non-combustible masonry 
ie: Hebel - minimum 75mm 

Hearth - minimum 
depth 500mm 

181mm
minimum 
from unit to
combustable
wall

Air grill 

Non-combustion
masonry ie: hebel
75mm minimum  

Non-combustible masonry ie: Hebel - minimum 75mm

Non-combustible masonry ie: Hebel - minimum 75mm

Hearth - thickness  
minimum 75mm 

Hearth - 
minimum 250mm either side  

Hearth - 
minimum 250mm either side  

Air grill minimum 300mm 
from ceiling


